MAKING MODERN LIVING POSSIBLE

NEW PRODUCT RANGE

GEEP™ Compressor
-built to perform, whatever your demands

Danfoss GEEP™ compressor range for commercial refrigeration applications, covers the whole spectrum of
cooling needs, from 1.5 to 6 kW.

Based on state of the art reciprocating technology, the GEEP™ is one of the most advanced compressors
range ever designed by Danfoss for this segment: with an outstanding energy efficiency, it meets a wide
range of specific requirements of our customers, such as : space-saving design, enhanced functionalities, low
noise emission, high reliability and efficiency.

What benefits the product can offer:

More efficient units with low running costs

User friendly even for the most compact
systems and machines

Silent operation for ultra quiet equipment

Robustness and reliability

Equipment durability and dependable service

Product advantages
Low energy consumption, thanks to high COP

Optimised shape and built-in features for easy
integration. Vertical connections for space-saving

Superior low sound level, reached by — new gas
pulsation mufflers, new motor cover, low emission
shell design,

High product quality by proven Danfoss experience in
compressor design



Capacity, Ordering and Power consumption:

Refrigerant Compressor EN12900
Application GEEP™ Capacity [W] 220-230V/1 ph./50Hz
range Evaporating temperature [C°]
-45 | -40 | -35 | -30 -25 | -23.3 | -20 -15 -10 -6.7 -5 o 5 7.2 10 15
R134a | MBP | GS26MFX * 754 989 1266 | 1476 1591 | 1970 | 2411 2626
GS34MFX * 1285 | 1647 | 1915 | 2067 | 2546 | 3110 | 3364
HBP | GS26GHX * 683 909 1175 | 1380 1499 | 1880 | 2320 | 2533 | 2831 3414
R404A/ | LBP | GS26CLX * 325 | 497 | 703 | 949 1240 | 1348 | 1580 | 1974 | 2427
R507 GS34CLX * 721 986 1297 1663 1807 2092 2577 3120
MBP | GS2TMLX * 1419 1777 2044 2186 2642 | 3140 3354
GS26MLX * 1535 1917 2365 2680 2854 3401 | 3990 4260
GS34MLX * 1925 2397 2952 3359 3585 4286 | 5060 5418
mpzo3g" 1289 | 1426 | 1722 | 2257 | 2904 | 3399 | 3675 | 4580 | 5628 | 6138 | 6831
mpzo4s? 1823 | 2006 | 2398 | 3091 | 3914 | 4535 | 4881 | 6004 | 7298 | 7924 | 8774
MPZ0541) 1997 | 2224 | 2700 | 3518 | 4465 | 5168 | 5555 | 6803 | 8222 | 8968 9826
mpzo61" 2368 | 2580 | 3106 | 4003 | 5030 | 5786 | 6201 | 7528 | 9023 9738 10700
MPZ068 1) 2828 | 3098 3665 4636 5758 6591 7051 8530 | 10215 | 11026 12123
1) available also for 60Hz
:’E ;zlgz:’?; ;r{c‘;l?é‘e’s electrical equipment
Refrig. Applic. Compressor Compressor | Compressor EN12900
GEEP™ range code n°in code n®in Power consumption [W]
Single Pack Industrial Evaporating temperature [C°]
Pack -35 -25 -10 5
R134a MBP GS26MFX * 195B0433** | 107B0700 696 942
GS34MFX * 195B0435** | 107B0701 910 1278
HBP GS26GHX * 195B0434** | 107B0702 717 985
R404A/ LBP GS26CLX * 195B0427%** | 107B0500 669 888 1285
kso7 GS34CLX * 195B0429** | 107B0501 9209 1165 1696
MBP GS21TMLX * 195B0436** | 107B0502 981 1210
GS26MLX * 195B0437** | 107B0503 1207 1478
GS34MLX * 195B0438** | 107B0504 1722 2204
MPZO38” 120F0047 120F0153 930 1374 1711
MPZ048 1) 120F0048 120F0154 1326 1869 2352
MPZ0541) 120F0049 120F0155 1420 2154 2725
MPZ061 1) 120F0050 120F0156 1676 2522 3159
MPZ068 1) 120F0051 120F0157 2091 2965 3682

Danfoss can accept no responsibility for possible errors in catalogues, brochures and other printed material. Danfoss reserves the right to alter its products without notice.This also applies to products
already on order provided that such alterations can be made without subsequential changes being necessary in specifications already agreed. All trademarks in this material are property of the respective
companies. Danfoss and the Danfoss logotype are trademarks of Danfoss A/S. All rights reserved.




